
CB

TF:206.22

INV:197.45(E)

INV:198.96(S)

INV:197.38(W)

CB

TF:206.22

INV:199.52(N)

CB

TF:204.95

INV:198.79(S)

INV:198.75(W)

INV:198.57(E)

CB

TF:204.99

INV:198.77(N)
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YD-07

T.F.=205.44

INV.=202.40(S)

YD-11

T.F.=205.34

INV.=203.07(S)

YD-09

T.F.=205.11

INV.=202.11(S)

YD-12

T.F.=204.26

INV.=202.47(N)

INV.=202.37(S)

YD-10

T.F.=204.00

INV.=201.20(N)

INV.=201.10(S)

YD-08

T.F.=203.56

INV.=200.84(N)

INV.=200.74(S)

DW-04

T.F.=203.00

INV.=199.95(N)

DW-06

T.F.=202.86

INV.=201.65(N)

INV.=201.55(W)

DW-05

T.F.=202.54

INV.=199.86(N)

INV.=200.80(E)

205'-8" HDPE UNDERDRAIN

S=0.76%

157'-8" HDPE UNDERDRAIN

S=0.50%

120'-8" HDPE UNDERDRAIN

S=0.76%

160'-8" HDPE UNDERDRAIN

S=0.77%

119'-8" HDPE UNDERDRAIN

S=0.50%

143'-8" HDPE UNDERDRAIN

S=0.50%

YD-18

T.F.=202.92

INV.=200.42(NW)

21'-8" HDPE UNDERDRAIN

S=0.51%

DW-8

T.F.=202.28

INV.=199.61(NE)

168'-8" HDPE UNDERDRAIN

S=0.50%

YD-17

T.F.=202.18

INV.=200.46(NE)

249'-8" HDPE UNDERDRAIN

S=0.50%

DW-12

T.F.=202.00

INV.=199.21(SW)

148'-8" HDPE UNDERDRAIN

S=0.50%

USE GRAVEL BORROW TYPE B

OR EXISTING GRAVEL BASE

TO PROVIDE 60" OF COVER

OVER GAS PIPES, SEE

EXISTING CONDITIONS FOR

TEST PIT LOGS

INTENT IS TO MATCH EXISTING

GRADES, FINE GRADE WIT NEW

MILLINGS AND SUPPLEMENT AS

NEEDED TO MATCH PROPOSED

GRADES

MEET LINE

AND GRADE

CONSTRUCTION ENTRANCE PAD

SILT FENCE & STRAW BALES

COMPOST

FILTER TUBE

(TYP)

INLET

PROTECTION

(TYP)

FURNISH & INSTALL

EROSION CONTROL

BLANKET FULL LENGTH OF

GRASS AREA BETWEEN

PARKING AREA AND

WALKING PATH

FURNISH & INSTALL

EROSION CONTROL

BLANKET FULL LENGTH OF

GRASS AREA BETWEEN

PARKING AREA AND

WALKING PATH
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MATCH LINE SEE SHEET GR-2

PROPOSED CONTOUR

EXISTING CONTOUR 

PROPPOSED SPOT ELEVATION

EXISTING SPOT ELEVATION

70.5

70

70.5

124

LEGEND

1. ACCESSIBLE ROUTE SLOPES SHALL BE 1:20 (5%) OR LESS AND THE

CROSS SLOPES SHALL NOT EXCEED 1:50 (2%).  CHANGES IN LEVELS

SHALL NOT BE GREATER THAN 1/2 INCH, AND SLOPES SHALL NOT BE

GREATER THAN 1:20 UNLESS RAMPS OR LIFTS ARE PROVIDED.

2. ALL RAMPS SHALL HAVE A MAXIMUM SLOPE OF 1:12.  ALL RAMPS,

EXCLUDING SIDEWALK DROP RAMPS, SHALL HAVE HANDRAILS ON BOTH

SIDES.

3. ALL RAMP LANDINGS SHALL BE A MINIMUM OF 5'X5' CLEAR WITH A

MAXIMUM SLOPE AND CROSS-PITCH OF 2%.

4. ALL ACCESSIBLE DOORS SHOWN ARE .02" DIFFERENCE IN ELEVATION

FROM EXTERIOR TO INTERIOR FINISHED FLOOR ELEVATIONS.  LINES AT

ACCESSIBLE DOORS DO NOT INDICATE A CHANGE IN ELEVATION

GREATER THAN .02".

5. IN ALL CASES IN WHICH PROPOSED ROADS, SIDEWALKS AND CURBING

WILL BE TIED INTO EXISTING ROAD/SIDEWALK AND/OR CURBS THE

CONTRACTOR SHALL MATCH THE LINE AND GRADE OF THE EXISTING SITE.

6. TAKE NOTE TO PROTECT ROOT ZONES OF EXISTING TREES ROOT ZONES

DURING CONSTRUCTION AS SHOWN ON PLANS.

GRADING NOTES:

GR-1


