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SEDIMENT & EROSION NOTES

1. PRIOR TO COMMENCEMENT OF WORK A PRECONSTRUCTION MEETING SHALL BE HELD WITH TOWN
STAFF AND REPRESENTATIVES OF THE CONTRACTOR AND OWNER. AT THIS MEETING, ONE
PERSON (UNDER THE DIRECTION OF THE GENERAL CONTRACTOR) WILL BE PLACED IN CHARGE OF
SEDIMENT AND EROSION CONTROL FOR THE ENTIRE SITE.

2. CONTRACTOR TO STAKE OUT LIMIT OF DISTURBANCE. NO DISTURBANCE IS TO TAKE PLACE
BEYOND THE LIMITS OF WORK SHOWN.

3. CONTRACTOR TO INSTALL SEDIMENT AND EROSION CONTROLS ALONG THE PERIMETER, AS
SHOWN ON THE SEDIMENT AND EROSION CONTROL PLAN AND STABILIZED CONSTRUCTION
ENTRANCE.

4. CONTRACTOR TO INSTALL NEW SITE IMPROVEMENTS.
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5. THE SEDIMENT AND EROSION CONTROL PLAN SHALL BE MODIFIED BY THE CONTRACTOR AT THE
DIRECTION OF THE ENGINEER AND THE TOWN'S DESIGNATED REPRESENTATIVE AS
NECESSITATED BY CHANGING SITE CONDITIONS.
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6. INSPECTION OF THE SITE FOR EROSION SHALL CONTINUE FOR A PERIOD OF THREE MONTHS
AFTER COMPLETION WHEN RAINFALLS OF ONE INCH OR MORE OCCUR.

7. ALL DEWATERING WASTE WATERS SHALL BE DISCHARGED IN A MANNER WHICH MINIMIZES THE

DISCOLORATION OF THE RECEIVING WATERS.
>
8. THE SITE SHOULD BE KEPT CLEAN OF LOOSE DEBRIS, LITTER, AND BUILDING MATERIALS SUCH om
THAT NONE OF THE ABOVE ENTER WATERS OR WETLANDS.
w
9. A COPY OF ALL PLANS AND REVISIONS, AND THE SEDIMENT AND EROSION CONTROL PLAN SHALL l:t
BE MAINTAINED ON-SITE AT ALL TIMES DURING CONSTRUCTION. o
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SITE PLAN - SEDIMENT AND EROSION CONTROL
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