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8'-0" MAX. 8'-0" MAX. 8'-0" MAX.

6
'
-
0
"

EQUAL SPACING

18"Ø

3" O.D.

POST (TYP.)

TENSION BAR, TYPICAL

AT ALL CORNER AND

END POSTS

9 GA. CHAIN LINK FABRIC,

ALUMINIZED (SEE CONST.

SPECIFICATIONS FOR

MORE INFORMATION)

NOTES

1. SEE CONSTRUCTION SPECIFICATIONS

FOR CONSTRUCTION METHODS.

2. CONTRACTOR TO SUBMIT SHOP

DRAWINGS FOR APPROVAL.

3. SEE BALL DIAMOND LAYOUT DETAILS

FOR OVERALL LENGTH OF BACKSTOPS.

1" GAP (MAX.) BETWEEN

BOTTOM RAIL AND

FINISHED GRADE

FINISHED GRADE

20' HIGH CHAIN LINK BACKSTOP

NOT TO SCALE

1
'
-
0
"

2" O.D.

RAIL (TYP.)

(8) - #6 VERTICAL BARS

2'-0"Ø

6
'
-
0
"

#4 CIRCULAR

TIES @ 12" O.C.

2'-0"Ø

CHAINLINK BACKSTOP

POST (PER MANUFACTURER)

CHAINLINK BACKSTOP

POST (PER MANUFACTURER)

3" COVER (TYP.)

FINISHED GRADE

CLASS A CONCRETE

3000 PSI @ 28 DAYS

#4 CIRCULAR

TIES @ 12" O.C.

(8) - #6 VERTICAL BARS

20 FT. CHAINLINK BACKSTOP FOOTING

SCALE: 1"=1'-0"

3"

COVER (TYP.)

3"

COVER (TYP.)
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6"

6"

1"

3"

BASE MOUNTING DETAIL

NOT TO SCALE

BASE WITH 6"

STANCHION

8" FEMALE

GROUND ANCHOR

- 1 

3

4

" SQUARE

CONCRETE BASE

6
'

8
'

4'

6"

43"

NOTE:

PLASTIC FENCE TOPPER

COLOR: YELLOW

MODEL: SAFETY TOP CAP

AS PROVIDED BY:

ON DECK SPORTS

1-800-365-6171

OR APPROVED EQUAL

FENCE TOPPER

NOT TO SCALE

SECURE YELLOW "FENCE TOPPER"

TO THE TOP OF THE FENCE

COVERING TOP RAIL AND EDGE

OF CHAIN LINKS

EDGE OF

CHAIN LINKS

FOUL POLE DETAIL (W/ WING)

NOT TO SCALE

NOTE:

-20' ALUMINUM POLE

-MODEL: LGFPW 420

-COLOR: POWDER COAT YELLOW

-FOUL POLE GROUND SLEEVE W/

CAPS

-MODEL: GS-08-48

AS MANUFACTURED BY:

SPORTSFIELD SPECIALTIES

INC.

P.O. BOX 231

41155 STATE HIGHWAY 10

DELHI, NY 13753

PHONE: 888-975-3343

FAX: 607-746-8481

WWW.SPORTSFIELDSPECIALTIES.COM

        OR APPROVED EQUAL.

FIELD GRADEFIELD GRADE
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'
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'

8
'

4
'

GROUND

SLEEVE

3000 PSI CONCRETE

FOOTING

1
2
"
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24" MIN.

5
'

6"

6"

HOME PLATE MOUNTING DETAIL

NOT TO SCALE

NOTE: HOME PLATE MUST BE LEVEL WITH

PLAYING SURFACE

1.5"

HOME PLATE WITH

7" STANCHION

8" FEMALE

GROUND ANCHOR

-1 

3

4

" SQUARE

CONCRETE BASE

1:1

SLOPE

A A'

50' 18'

PITCHER'S MOUND

10.50'

6'

BACK OF HOME PLATE

NOTE: PITCHING RUBBER MUST BE 10" ABOVE SURFACE OF HOME PLATE. CONTRACTOR SHALL

VERIFY MOUND CONSTRUCTION AND HEIGHT

PITCHER'S MOUND SECTION

SCALE: 1"=10'

FACE OF PITCHING

RUBBER

SEE GRADING PLANS

FOR SLOPE

0.50'

PITCHING RUBBER

MOUNTING DETAIL

NOT TO SCALE

6"

6"

4-SIDED PITCHING

RUBBER

SKINNED INFIELD SURFACE

NOT TO SCALE

INFIELD TO BE FLUSH WITH

TURF. TOLERANCE IS 0"-1/4"

INFIELD MIX

-SEE SPECIFICATIONS

SAND LAYER

-SEE SPECIFICATIONS

GRASS

4"

4"

8"

COMPACTED SUB GRADE

FREE DRAINING MATERIAL

-SEE SPECIFICATIONS

CATCHER'S BOX

AND BATTER'S BOX

NOT TO SCALE


