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FINISH 6RADE

LARGE ROTARY SPRINKLER

LATERAL SIZE X I
SCH-40 PVC SLIP X FEMALE
TEE OR ELBON

LATERAL PIPE

|" PREFABRICATED
UNITIZED PYC SIVEL JOINT

l@%mw

POLY-IRON CURE BOX WITH BLACK COVER

FINISH GRADE
—-1— 5-I/4" CURB BOX
HEIGHT AS REQUIRED
PVC MAIN LINE — RING-TITE GATE VALVE

3/8" DIA. BENT
REBAR EMBEDDED
INTO CONCRETE
THRUST BLOCK

4L CONCRETE THRUST BLOCK

......

—=— FINISH GRADE

I - 12" VALVE BOX
3 MIN. PLASTIC ELECTRIC
VALVE W PRES, REG,
NZE GATE VALVE
| ' VALVES REQUIRE A
BRONZE FEMALE REDUCING
30 oSO’ COUPLER 15"XI" WITH "
°‘°o° 920 BRASS NIPFLE
W N VALVE SIZE
- 40 DEGREE
LATERAL
SNIVEL N CONCRETE THRUST BLOCK
D”CT”-;"E‘EE (61ZE AS REQUIRED)
SERVICE TEE 200 P3| PYC MAINLINE

PVC SCH 80 TOE NIPPLE
SCH-40 PYC COUPLING

— WATER PROOF CONNECTIONS
— PVC LATERAL PIPE
— 4" CRUSHED STONE BASE

|( )Wm SCALE

WIRELESS SENSOR TO BE INSTALLED IN CONTACT
WITH THE WEATHER AND NOT IN CONTACT WITH THE
IRRIGATION SPRAY TO ENSURE PROPER
OPERATION.

WIRELESS HINTER SOLAR SYNC
SENSOR NITH SENSOR GUARD

INSTALL WIRELESS RECEIVER BESIDE THE
CONTROLLER AIRE RECEIVER TO 10" MIN.
CONTROLLER

EXTERIOR BUILDING NALL

|

FlleH GRADE III—III—III—IIITIII—III -1 | | '

FINISH GRADE

SMALL/MEDIUM ROTARY SPRINKLER ——F————1

450
LATERAL SIZE X 3/4"
SCH-40 PVC SLIP X FEMALE LATERAL PIPE
TEE OR ELBOA 3/4" PREFABRICATED

UNITIZED PVC SIVEL JOINT

COPPER GROUND ROD
(5/8" X 10
6 ANG SOLID
BARE COPPER 4" ADS DRAIN PIPE
NTH GRATED CAP

PONERSET ENHANCEMENT MATERIAL

CONTROLLER GROUNDING DETAIL-PLAN
I( >_N0 SCALE

COPPER GROND PLATE
(4" X 96" X 0625")

TOP & BOTTOM OF PLATE

VALVE BOX

NITH GREEN
COVER

— WATER PROOF CONNECTIONS

- PYC MAINLINE PIFE
— " DISK FILTER

—PVC UNION (TYP)

- PVC LATERAL PIPE
— 4" CRUSHED STONE

BASE

FLON SENSOR

STAINLESS

STEEL CLAMP

NOTE:

4" 5cH 40 |
SADDLE TEE

4" PVC MAINLINE

. NO TURNS/BENDS IN THE PIPE WILL BE PERMITTED 40"
BEFORE AND 20" AFTER THE FLOW METER ON 4" MAINLINE.

2. INSTALL 10" ROUND FLOW METER.

|< :)Mm SCALE

CURB EDGE
3 L}

FINISH GRADE ‘1<—>
M(\ DAY |

SPRAY SPRINKLER ‘
(BOTTOM INLET ONLY)

450
LATERAL SIZE X I/2"
SCH-40 PVC SLIP X FEMALE LATERAL PIFE
TEE OR ELBON /2" SNIVEL JOINT SWING

JOINT AITH [5-INCH LAY LENGTH

|<:>§ﬂno SCALE

| 6" | 155" ‘
~— ENCLOSURE LOCK
NEMA 3R RATED 38
SSTEEL ENCLOSURE
—/_
= =T
Y =
r— - '9= |
‘ bll
L
'y 6"
. — (1) 1-1/2* CONDUIT WITH -—
SINEEP ELBOW (6ROUND)
L (1) 1" CONDUIT NITH SINEEP ELBON (120V PONER)
(1) 2" CONDUIT WITH SINEEP ELBON (COMMINICATION CABLE)
24" X 24" CONCRETE PAD —

FINISH GRADE
LN ‘

t 16" MIN. | |:| | |:

2w TO__ HIH

™ LATERAL PIPE

Q= [ COMMUNICATION CABLE

N

TRENCH

MAINLINE PIPE

NOTES:

|. TAPE NIRE AT 12' INTERVALS

2. TIE LOOSE LOOP OF NIRE AT
CHANGES OF DIRECTION

|(:)MAMBE‘QE[A|LN0 SCALE

|O" ROUND YALVE BOX WNITH GRAY

— FINISH GRADE COVER FOR 24 VOLT WIRE SPLICES

600 VOLT UL
APPROVED
WATERPROOF SPLICE
CONNECTOR
= S e
(W N
iy ’ N
] —
EXPANSION COIL NOTE: ANY SPLICES MUST BE
APPROVED THAT DO NOT
CRUSHED STONE BASE HOMERUN TO VALVE.

— 10" ROUND VALVE BOX WITH BROAN COVER
— STABILIZER
— " QUICK COUPLING VALVE

FINISH 6GRADE
[M@&Mﬁ | YSUNIIAN s

[NEINEN IIIIIIIIIII.‘

I" BRASS
INSERT

12 =~ 20" —=]

~=— CONTROLLER
= — 3-WAY CADNELD CONNECTOR
CONCRETE PAD
FINISH 6RADE 4 AD5 4" GRATE]
_l = = DRAIN PIPE | CAP
....=.. T .-._.‘w{ ‘
R e T
SN 36"
—— seviemme |
I-I/2* SCH-80 gl
PVC SINEEP ELBON

5/8" X |0' COPPER 6ROUND ROD — |
#6 ANG BARE SOLID COPPER NIRE
(1) 4"x 96" COPPER GROUNDING PLATE

PONERSET ENHANCEMENT MATERIAL
TOP ¢ BOTTOM OF PLATE

|@ CONTROLLER GROINDING DETAIL-PROFILE

NO SCALE

_ ;
i ]

N— \S ;
CONTRACTOR RESPONSIBLE FOR PROPER SIZING AND PLACEMENT OF

CONCRETE THRUST BLOCKS AS PER ASAE STANDARD 376.2
THRUST BLOCKS REQUIRED ON BELL & GASKET PIPE AND FITTINGS ONLY.

1]

1

9| DLOCRING VELF

NO SCALE

GROUNDING SHALL NOT EXCEED |1© OHMS FROM ANY
ELECTRICAL DEVICE OR NIRE TO EARTH GROUND
GROUND SHALL BE A MINIMUM OF |O FEET FROM

LIGHTNING ARRESTOR

WHITE
TWO WIRE CABLE——___ /

LIGHTNING GREEN TO &ROUND

ARRESTOR

PROVIDE LIGHTNING ARRESTORS IN
GUANTITIES AND SPACING AS SHONN ON THE
IRRIGATION PLAN.

— 22" UMBO VALVE BOX (CAST IRON COVER)
EINSH GRADE DRILL 32, 3/8 INCH HOLES IN COVER
— AIR VACWM/RELIEF VALVE
— GALY. ELBOW (TYP)
— GALY. NIPPLE (TYP
ity i M( a)mswm
C
EXTENSION [T BOILER DRAIN
AS REQD. ' WYE STRAINER
4 LEVEL " BRONZE GATE VALVE
CRUSHED STONE 5
|— PVC MAINLINE
IC)No SCALE EFYALVEDETAL
\ GROUND ENHANCEMENT MATERIAL, NONMIGRATING,
CONTROL cABLE TOP ¢ BOTTOM OF PLATE (2) 25 LB. BAG)
— BL-LAOI LIGHTNING COPPER GROUND PLATE
ARRESTOR (4" X 36" X 0625")
| |O' I 2|

|
#o ANG #l0 AWG |

SOLID sOLID
COPPER WIRE INSULATED
COPPER WIRE

4" PERFORATED DRAIN
PIPE NITH GRATED CAP

COPPER GROUND ROD (5/8" X 8')

CONTROL CABLE SPLICES IN YALVE BOX NEAR MAINLINE. ONE
WIRE FROM SURGE DEVICE TO 6ROUND PLATE. RECOMMENDED
GROUND RESISTANCE AT 50 OHMS OR LESS. INSTALL SURGE
ARRESTER AT ALL COMMUNICATION CABLE DEAD ENDS OF TRUNK

\ CABLE OR BRACH LINES THAT EXCEED 50 FEET. LIGHTNING
ARRESTOR REGQUIRED MAXIMUM EVERY 600 FT. NITH GROUND.

vide

Consulting , Inc.

Irrigation

FINISH 600 YOLT UL APPROVED
GRADE \ WATERFPROOF SPLICE KIT

[\

DECODER
WIRE EXTENSION
Decoder colL
EXTENSION
™ ~TO SOLENOID
A \ VALVE (TYP)
) WX

S

S IRRIGATION MAIN LINE

N

J ’ l\\ \\—_’/-——-———
’\/ GRAVEL

SLEEVING TO EXTEND MINIMUM 18" BEYOND ROAD EDGE —l

TURF
SIDENALK -~ 8
f24" MIN. f24" MIN.
L PVC SLEEVING OR ELECTRICAL CONDUIT
IRRIGATION PIPING OR WIRING

NOTE: PIPE AND WIRE TO BE INSTALLED IN
SEPARATE SLEEVES ADJACENT TO EACH OTHER.
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